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EXECUTIVE SUMMARY

Full-scale tests conducted by the FAA have shown aircraft seat cushion blocking
layers to be an effective means of delaying fire and flame spread during exposure
to a large external fuel fire. Similar findings were also made by Douglas Air-
craft Company conducting large-scale tests in the Cabin Fire Simulator (CFS).

An interlaboratory study of various test devices was conducted to develop and
determine comparability with the full-scale results. The participants in the
study were NASA AMES, FAA, Boeing, Lockheed, and Douglas. The participation of
the latter three airframe manufacturers was accomplished through an Aerospace
Industries Association (AIA) Transport Airworthiness Requirements Committee (TARC)
project. The Ohio State University Kate of Heat Release Apparatus (OSU), ASTM
E-9Ub was selected by Boeing, Douglas, and the FAA as the test method best suited

for blocking layer evaluation. in addition to the OSU, the FAA pursued as an
alternate test method the Standard Two Gallon/Hour Burner. Lockheed chose the
Meeker burner and NASA AMES selected a modified NBS smoke chamber. Eleven test

materials were selected and distributed to the laboratory participants. They
consisted of four types of foam cushioning, three types of foam blocking layer,

three types ot fabric blocking layer, and a typical upholstery fabric cover. These

materials were assembled in eleven different configurations.

Due to the variety of methods and end point measurements employed by the partic-
ipants of the interlaboratory study and the uncertain relationship between each,
it was difficult to meaningfully compare the test results obtained with every
device. instead, it was more desirable to perform a non-parametric study of the
relative rankings or the measurements and compare these results with the results
from the CFS tests weight loss and percent weight loss data.

As a result or this study, it was concluded that: (I) The Ohio State University
Rate of Heat Release Apparatus is a suitable device to measure aircraft seat

blocking layer effectiveness. Several test measurement rankings for tne OSU
operated at a 5.0 W/cm 2 heat flux level showed comparability with larger scale CFS
weight loss and percent weight loss rankings, (2) The "Standard" FAA Two Gallon/

Hour Burner test is a suitable device to measure aircraft seat blocking layer

effectiveness. Of all the laboratory devices, the Two Gallon/Hour Burner most
resembled the larger scale CFS tests. Comparability was shown for burner test

measurement rankings with CFS percent weight loss ranking, (3) The Lockheed Meeker
Burner test is a suitable device to measure aircraft seat blocking layer effective-
ness. Two test measurement rankings showed comparability with larger CFS weight
loss and percent weight loss rankings and (4) Results from the laboratory study

confirm the effectiveness of the aircraft seat blocking layer concept.

viii
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INTRODUCTION

PURPOSE.

The purpose of this project was to evaluate the adaptability of existing laboratory
test devices to measure aircraft seat cushion fire blocking layer effectiveness.
This was accomplished by determining the comparability of data rankings between
laboratory test results from a number of organizations with results from larger
scale fire tests on a series of candidate blocking layers or improved cushioning

materials.

BACKGROUND.

A new concept to limit fire involvement of the urethane foam used in aircraft seat
cushions has prompted extensive testing to determine the effectiveness of the many
types of seat blocking layers (references 1, 2, and 3). An aircraft seat exposed
to large intense radiation from a large fuel fire will contribute to the attainment
of flashover conditions within an aircraft cabin. To delay or reduce the intensity
of this phenomenon would increase available egress time of passengers. Full-scale
tests (reference 1) of a conventional wide-body cabin interior have shown a flash-
over time of 140 seconds. By contrast, full-scale tests of an interior furnished
with seats protected with a blocking layer delayed the onset of flashover by 60
seconds for VonarTM wrapped cushions and by 43 seconds for Norfab" wrapped cushions.
Results from both simulated in-flight and ramp fire tests show that blocking layers
can prevent fires which would become out of control with conventional seats
(reference 2). Although full-scale tests are necessary to demonstrate realistic
performance of candidate materials, it is more practical to base the evaluation and
selection of materials on a laboratory fire test method. Therefore, an inter-
laboratory study was conducted to evaluate various existing test methods as to
their adaptability for such testing. The participants in the study were National
Aeronautic and Space Administration (NASA)-AMES, Federal Aviation Administration
(FAA), Boeing, Lockheed, and Douglas. The participation of the latter three
airframe manufacturers was accomplished through an Aerospace Industries Association
(AIA) Transport Airworthiness Requirements Committee (TARC) project (reference 3).
The Uhio State University Rate of Heat Release Apparatus (OSU), ASTM E-9u6 (refer-
ence 4), was selected by doeing, Douglas, and the FAA as the test method best
suited for blocking layer evaluation. In addition to the OSU, the FAA pursued as
an alternate test method the standard Two Gallon/Hour Burner (reference 5). As the

t original Lennox Burner was no longer commercially available, it was necessary to
find an acceptable replacement. Lockheed chose the Meeker Burner (reference 3) and
NASA-AMES selected a modified NBS Smoke Chamber (reference 3). Laboratory results
were compared with larger scale tests, which were conducted in the Douglas Cabin
Fire Simulator (CFS) (reference 6), to determine comparability of material
rankings.

TEST MtATERIALS.

Eleven test materials were selected and distributed to the laboratory participants.
They consisted of four types of foam cushioning, three types of foam-blocking

layer, tnree types of fabric-blocking layer, and a typical upholstery fabric cover.
These materials were assembled in 11 different configurations (table 1). A
detailed description of these materials is found in appendix A.
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DISCUSSION

FAA USU e0iU1FIUATIUNS.

The USU Rate of Heat Release (RHR) was used in a "standard" configuration (figure
1) with the following exceptions:

(1) The sample holder was enlarged to accommodate a thicker sample and the
holding rack was accordingly reduced in depth to maintain the proper radiant heat
source to sample face distance.

(2) The upper pilot light was exclusively selected because of its similarity
to the tlasnback phenomenon observed in full-scale C-133 tests (reference 1).

(3) A three-channel thermocouple receptacle was mounted in the sample holder
rack to facilitate connection of foam backface thermocouples.

Fabric blocking layer samples were fabricated as shown in figure 2. The dimensions

of the samples were as follows:

(1) Core foam, 6 inches by 6 inches by 1-inch thick

(2) Foam blocking layer, 8 inches by 8 inches

(3) Fabric blocking layer, 8 inches by 16 inches

In order to reduce the sample thickness, the foam-blocking layers were not wrapped
entirely around the core foam (front faces and sides only). The samples were then
wrapped in aluminum foil.

A chromel-alumel thermocouple was placed in the sample holder backing board and a
1-inch by i-inch rear window was cut in the sample to allow the thermocouple to
just touch the foam core (figure 3). This provided for the continuous measurement
of foam backface temperature. The thermocouple was connected to a digital readout,
which was recorded on video tape through a split screen generator along with a

camera view of the sample through the observat.on window in the side of the USU. A
series of tests, using three thermocouples, placed diagonally across the backing
board were evaluated. It was determined that one thermocouple located on the
center backtace of the sample was sufficient in that the outer two thermocouples
produced inconsistent results due to heat sink effects of the sample holder. Heat
and s: oke release rate data were recorded on a Honeywell Strip Chart Recorder,
Model 196, with integrator pen feature.

FAA TWO GALLON/HOUR BURNER MODIFICATIONS.

The Lennox Burner used in the original "Standard" burner design is no longer
commercially available. An attempt to purchase a Carlin 200 CRD Burner, which was
shown to be an appropriate replacement (reference 7), proved futile as it also is
being phased out of production. A suitable replacement burner was fabricated by
Park Oil Burner, Atlantic City, New Jersey, to the "Standard" burner specification

* (appendix 6). The burner was adjusted to produce a temperature pattern through a
horizontal line, a minimum of 18500 F for a distance of not less than 7 inches and
at 4 inches from the end of the burner cone (figure 4). This temperature pattern

3
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SAMPLE HOLDER
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NOTE:
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FIGURE 4. BURNER TEMPERATURE PROFILE - FAA TWO-GALLON/HOUR BURNER

was measured with a thermocouple rake consisting of eleven 1/16-inch, type K,

grounded Ceramocouples" with a nominal 30 American wire gage (AWG)-size conductor,

manufactured by the Thermo-Electric Company, mounted on a traverse mechanism 1-inch

apart, and remotely controlled to provide 6 3/4 inches of vertical movement. A

double seat metal frame was fabricated to which the samples were attached (figure

5). Samples were fabricated with the following dimensions:

1. Seat bottoms, 18 inches by 20 inches by 4 inches thick

2. Seat backs, 17 inches by 25 inclhes by 2 inches thick

Tests were documented by lbmm movies, 35mm motorized photographs and video tape.

Tests were conducted in a well-ventilated room. A series of I and 2 minute
tests were conducted with the burner flame impinging on the side of the seat bottom

cushion (figure 5). The burner was then turned off and the sample allowed to burn

until it self-extinguished or became fully consumed. Flame time after the burner

wao removed and estimated burn length were measured.

Another series of burner tests were conducted with weight loss monitoring,

utilizing a Weigh-Tronix, Model WI-iHO, load platform. Ten of the eleven config-

urations (fiberglass excluded) were tested with a 2-minute burner exposure.

Flame time after burner was removed, estimated burn distance, weight loss, and

percent weight loss were calculated for these tests.

In both the OSU and Two Gallon/Hour Burner tests, all aluminized surtaces (t

fabric-blocking layers faced the outer fabric cover except when Norfab was wrapped

over tire retardant uretnane foam. Norfab, in this case, is wrapped with the

7



oI
0

-.z

o (N

I I

I -'

II

C4 :z

co w

44

04

*-..

IF-

L4



aluminum surface facing the inner foam cushion to prevent the fire retardant

additives released during the foam decomposition process from attacking the Nortab

fibers.

A brief description of the laboratory test methods employed by the participants and
the larger scale CFS tests is included in appendix C.

TEST RESULTS AND ANALYSIS

FAA OSU tests were conducted in both piloted and nonpiloted modes at 2.5, 5.0, and
7.5 watts/cm2 for a total of 132 5-minute tests. The nonpiloted mode refers to
exposure to radiant heat only; whereas, the piloted mode refers to exposure to
radiant, heat and a flaming ignition source. Piloted tests were performed with the

standard three-flame buLner positioned horizontally above the sample holder. it
was decided to use the upper pilot burner system exclusively, since the lower pilot

burner produced a highly localized ignition source at the lower edge of the sample,
which produced conditions too severe for comparative testing.

Initially, one test of each configuration was performed for each exposure condi-
tion. The data were then analyzed and it was determined that the following three
exposure conditions gave the most consistent results in terms of sample ignition:

2.5 W/cm 2 nonpiloted, 5.0 W/cm2 piloted, and 7.5 W/cm2 piloted. The 2.5 W/cm2

piloted exposure produced erratic flashdown from the pilot source and resultant
ignition of the sample, and appeared to be near the minimum heat flux level for

sustained piloted ignition. Some of the samples produced flashdown and some
samples did not (table 2). The 2.5 W/cm2 nonpiloted exposure produced no autoigni-
tion. The 5.0 W/cm2 nonpiloted exposure produced a range of autoignition times
making comparison of heat and smoke release rates difficult. The 5.0 W/cmZ piloted

exposure produced consistent flashdown around 12 seconds. The 7.5 W/cm 2 nonpiloted
exposure also produced a range of autoignition times making comparison of heat and
smoke release rates difficult. The 7.5 W/cm 2 piloted exposure produced a consis-
tent flashdown around 6 seconds. It was concluded that the most consistent
exposure conditions would produce the most repeatable results. Therefore, erratic
flashdown at 2.5 W/cm2 piloted exposure and a range of autoignition times for 5.0

and 7.5 W/cm 2 nonpiloted exposures were regarded as good reasons for discarding
these conditions.

Cummulative heat and smoke release data at 1, 3, and 5 minutes are presented for
2.5, 5.0, and 7.5 W/cm2 heat flux levels in tables 3 through 5, respectively.
Maximum heat and smoke release rates are also presented.

Figure 6 is a graphical representation of the above parameters. As can be seen in

these tables, the data for the three replicate tests at the 5.0 W/cm 2 heat flux
level appears to give the best discrimination among the 11 configurations tested.

At the 7.5 W/cm 2 heat flux level, the cummulative heat and smoke release data

appears to have leveled off at slightly above the 3-minute data, probably because
total consumption of the sample occurred near the 3-minute mark. Had there been
sufficient material remaining of sample number 1, better discrimination might have

been found.

A comparison of the piloted versus nonpiloted heat and smoke release data are
presented in tables 6 through 8. Where replicate tests were performed, the average

9



TABLE 2. TIME TO SAMPLE IGNITION

TIME TO S-t'IPLE IGNITION ,SECONDS.)

SAMPLE NO. HEPTING RHTE

ll2.5 1'h' Cn2 5.0 LI I'JC2 7.5 147,cn2

N P. P. N.P. P. N.P. P.

I NI NI 42 12 11

2 138 11I

4. 30 14

4 NI 22 "

5 29 32 11

33 0 13

7 71 NI 18

8 39 25 13

NI 184 15

10 NI 14

II NI Ni NI 12 9 6

NI=NO IGNITION
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S

percent weight loss. The correlation coefficient "r" is a measure of the linear

relationship between two variables ("x" and "y") for "n" pairs of measurements and
is expressed as follows:

n £xy - (Ex)(Ey)
r

J [nZx 2 - (Ex)2 1[n~y2 - (zy)2 j

The computational formula for the correlation coefficient known as the Pearson Rank
Formula is defined so that "r" will always assume a value from -1 to +1 (reference
8). A value of r=-l represents perfect negative correlation and a value of r=+1
represents perfect positive correlation. A value of "r" close to zero represents
little or no correlation. Hence, the closer a particular ranking is to that of the
CFS tests, the closer the "r" value is to +1. It is assumed for purposes of
attempted correlation that any test method measurement that did not show sample
number I as the worst configuration would not be a suitable test method and is
therefore not included in the correlation analysis. Tables 13 through 16 include
the correlation data from the measurements. Table 17 is drawn from reference 8
and is commonly found in all statistic references. The degree of certainty for
the Pearson Correlation calculation is determined by the size or number in the
statistical sample population. It can be shown that when sample population is
greater, i.e. n=I, a lower "r" value is necessary to show the same degree of
certainty. Sample number 7 was omitted from the correlation calculation because it
was not tested in the Douglas CFS. A 90-percent degree of certainty is chosen to
define comparability between ranked measurements. Table 18 contains the list of
rankings showing comparability with the weight loss and percent weignt loss data
from the CFS tests. Based on the comparability analysis several observations were
made. They are (1) A number of test conditions/measurements exhibited compar-
ability with CFS weight loss and percent weight loss rankings. (2) FAA, Boeing,
and Lockheed tests exhibited comparability with CFS rankings but NASA and Douglas
tests did not. (3) The good correlation with OSU smoke measurements cannot be
explained physically. (4) Rankings of OSU tests conducted at 2.5 W/cm 2 did not
snow comparability with CFS test rankings. (5) The 5.0 W/cm 2 heat flux level
seems to be the condition to use for testing blocking layer materials in an OSU.

SUMMARY OF RESULTS

1. Several test measurement rankings from various laboratory devices for the
materials tested in the interlaboratory study showed comparability with larger
scale CFS weight loss and percent weight loss rankings. These devices were the FAA
OSU, the Boeing OSU, the Lockheed Meeker Burner and the FAA Two-Gallon/Hour Burner.

2. For the materials tested, the NASA AMES Modified N8S Smoke Chamber test
measurement rankings did not show comparability with larger CFS weight loss or
percent weight loss rankings.

3. For the materials tested, the Douglas OSU test measurement rankings did not
show comparability with larger CFS weight loss or percent weight loss rankings.

* 4. No 2.5 W/cm2 OSU test measurement rankings showed comparability with larger
CFS weight loss or percent weight loss rankings.

33



TABLE 13. FAA OSU - CFS CORRELATION COEFFICIENTS

METHOD METHOD

HEAT SMALL SCALE ' LARGE SCALE

t.OW/CM2 bMOKE MAX .7E!2 LFS WE1LH1 LOSS

7.5 ' • . .733

7.5 * I MIN .709

7.5 " MAX .709 CFS % WEIGHT LOSS

5.0 " .648

5.0 " HEAT 3MIN .624 .
5.0 " SMOKE IMIN .600

5.0 " HEAT 3MIN .586 CFS WEIGHT LOSS
5.0 " 5MIN .564 CFS % WEIGHT LOSS

5.0 U .552 CFS WEIGHT LOSS

7.5 " SMOKE IMIN .552 CFS % WEIGHT LOSS COMPARAPILI]Y ^ ^ ^ ^

2.5 " HEAT SFT. .485 * * "
7. b 3MIN .442 CFS WEIGHT LOSS

7.5 .418 CFS % WEIGHT LOSS
5.0 " I4FT. .224 .
5.0 . .188 CFS WEIGHT LOSS
7. 5 " .139

7.5 " " .127 CFS % WEIGHT LOSS
2.5 * SMOKE 5MIN .067 .

2.5 M MAX -. 006 "
2.5 " " 3MIN -. 018 "
2.5 5MIN -. 042 CFS WEIGHT LOSS

t. HEAT BFT. -. 115
2.5 " SMOKE 3MIN -. 127 "

2.5 " MAX -. 168 

Note: BFT = Backside Flame Temperature

TABLE 14. BOEING OSU - CFS CORRELATION COEFFICIENTS

METHOD METHOD
HEAT SMALL SCALE 'r_ LARGE SCALE

5.OW/CM2 SMOKE MAX .576 CFS WEIGHT LOSS COMFAKABILlIYAAAA

S.0 " .430 CFS % WEIGHT LOSS

2.5 " HEAT 5MIN .358 CFS WEIGHT L.,

2.5 " .212 CFS % WEIGHT LOSS

2.5 " 3MIN .139 . . ..

2.5 " .103 CFS WEIGHT LOSS
5.0 ' 1.5MIN .103 "
5.0 * .055 rFS X WEIGHT LOSS

2.5 .-. 030 5 "

2.5 .-. 188 CFS WEIGHT LOSS
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TA13LE I . NASA iNBS CHAMBEK-CF'S AND DOUGLAS OSU - CFS CUKRELATIUN COEFFICIENTS

NASA
METHOD METHOD

HEAT SMALL SCALE Art LARGE SCALE
2.5W/CM2 THERMAL EFFICIENCY .467 CFS % WEIGHT LOSS50 .333 CFS WEIGHT LOSS
5.0 .285 CFS % WEIGHT LOSS
2. .24 CFS WEIGHT LOSS

LIULILA , METHOD

HEAT TIME LARGE SCALE-

2.W C"THEA4T 1.5MIN 14 CP WEIGHT LUSS
2.5 , " " 1.5MIN 179 CFS WEIGHT LOSS

fAbLE 16. LOCKHEED MEEKER BURNER-CFS AND FAA TWO GALLON/HOUIR

bURNER-CFS CORRELAT[ON COEFFICIENTS

METHOD METHOD
SMALL SCALE Ir LARGE SCALE

UPHOLSTERY 1URN LENGTH .685 CFS % WEIGHT LOSS

PURN INTENSITY .612 COMPAkABILITYAAA

UPHOLSTERY BURN LENGTH .406 CS WEIGHT LOSS
BURN INTENSITY .370
AFTERFLAME TIME .333 % V. WEIGHT LOSS

.248 " WEIGHT LOSS

FOAM BURN LENGTH .224 % . WEIGHT LOSS
* .152 " WEIGHT LOSS

FAA 2 GALLON/HOUR BURNER CFS CORRELATION COEFFICIENTS

METHOD METHOD
SMALL SCALE LARGE SCALE

AFTERFLAME TIME .746 CFS WEIGHT LOSS
.648 X V. WEIGHI LOSS

CUSHION WEIGHT LOSS .552

CUSHION % WEIGHT LOSS .552 *" " COMFARABILIIYAAAA
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TABLE 17. CORRELATION COEFFICIENT VERSUS SAMPLE SIZE

DEGREE OF CERTAINTY CHART

No. of Samples 80. 90. 95/. 99. 99.9% Degree of Certainty

7
Douglas USU .551 .669 .755 .875 .951

10 Minimum
FAA OSU Correlation
Boeing OSU Coefficient

Lockheed Burner .433 .549 .b32 .765 .872
NASA Smoke Chamber
FAA Burner

TABLE 18. LIST OF RANKINGS SHOWING COMPARABILITY WITH CFS WEIGHT LOSS

AND PERCENT WEIGHT LOSS RANKINGS

OSU CFS

FAA 5 w/cm2  3 Min/H %WL WL

5 w/cm2  5 Min/H XWL WL

5 w/cm 2  Max/S %WL WL

5 w/cm2  I Min/S WL

7.5 w/cm2  Max/S XWL WL

7.5 w/cm 2  I Min/S %WL WL

2 G/H Burner %WL and WL %WL

After Burn Time %WL WL

BOEING OSU

5 w/cm 2  WL

LOOKKHEED Meeker Burner

Uphols. Burn Lth %WL

Burn Intensity %WL
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5. The Two-Gallon/Hour Burner Test is a laboratory test which exposes actual seat
cushions to a large laboratory fire source. Because of its physical charac-

teristics, the 'wo Gallon/Hour Burner resembles the larger scale CFS tests more
closely than the remaining laboratory devices examined.

CONCLUSIONS

1. The Ohio State University Rate of Heat Release Apparatus is a suitable device
to measure aircraft seat blocking layer effectiveness. Several test measurement
rankings for the OSU operated at a 5.U W/cm 2 heat flux level showed comparability
with larger scale CFS weight loss and percent weight loss rankings.

2. The "Standard" FAA Two-Gallon/Hour Burner test is a suitable device to measure
aircraft seat-blocking layer effectiveness. Of all the laboratory devices, the
Two-Gallon/Hour Burner most resembled the larger scale CFS tests. Comparability
was shown for burner test measurement rankings with CFS percent weight loss
ranking.

3. The Lockheed Meeker Burner test is a suitable device to measure aircraft seat
blocking layer effectiveness. Two test measurement rankings showed comparability
with larger CFS weight loss and percent weight loss rankings.

4. Results from the laboratory study confirm the effectiveness of the aircraft
seat-blocking layer concept.
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APPENDIX A

MATERIAL DESCRIPTION

MATERIAL WEIGHT/
DESIGNATION DESCRIPTION DENSITY SOURCE

Wool/Nylon R76423 Sun 13.96 OZ/YD2  Collins & Aikmen

Eclipse, Azure P.O. Box 500
Blue, 78-3680 Albemarle, NC 28001

LS-2UU 3/6 Neoprene Foam, 34.0 OZ/YD 2  Toyad Corporation
3/8" LS-200 16 Creole Drive

Pittsburgh, Pa 15239

LS-ZOU Full Neoprene Foam, 7.5 LB/FT 3  Toyad Corporation
LS-200 16 Creole Drive

Pittsburgh, Pa 15239

Celiox" I01 Aluminized Preox" 11.53 OZ/YD2  Gentex Corp.
Fabric, Plain P.O. Box 315
Weave, Neoprene Carbondale, Pa 18407

CTD, P/N 1299013,

1100-4

F.R. Urethane No. 2043 1.87 LB/FT3  North Carolina Foam
FR Urethane Foam P.O. Box 1112

Fire Retarded Mt. Airy, NC 27030

Norfab" 1IHT- Norfab Fabric, il,8 OZ/YD2  Amatex Corporation
26-AL Weave Structure 1032 Stonebridge St.

lxI Plain, Norristown, Pa 19404

Aluminized on

One Side, 25%
Nomex'" & 5% Kynol

Vonar'" 2 Vonar 2, 2/16" 19.97 Oz/YD2  Chris Craft Industries
with Osnaburg 198U East State St.

Cotton Scrim Trenton, NJ 08619

Vonar 3 Vonar 3, 3/1b" 27.07 OZ/YD2  Chris Cratt Industries
with Osnaburg 1980 East State St.
Cotton Scrim Trenton, NJ 08619

Polyimide Polyimide Foam 1.2 LB/FT 3  International Harvester
2200 Pacitic Hwy.
P.O. Box 80966

San Diego, CA 92138

A-I



N.F. Urethane Urethane Foam 1.45 LB/FT3  Foam Craft, Inc.
Non-Fire Retarded, 11110 Business Cr. Dr.
Medaium Firm, ILD32 Cerritos, CA 90701

181 E-Glass 181 E-Glass, 22.2 OZ/yD2  Uniglass Industries
Satin Weave Statesville, NC
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APPENDIX B

TWO GALLON/HOUR BURNER SPECIFICATIONS

Fuel Flow - 2.U Gallons/Hour

Motor - 1/4 H.P. 345U RPM

Blower Wheel - 3.5 x 5.25 Inches

Pump - Single Stage

Tube Extension - 4.125 x 11 Inches

Heat Flux - 10.0 BTU/ft~s. Measured with a Thermogage Calorimeter (reference 7)

Heat Transfer to 1/2 Inch Copper Tube - 4750 BTU/hour (reference 5)

The Park Oil Burner used in this study contains a 2.25 gallon/hour 80 degree nozzle

operated at a pressure of 85 psig, delivering 2.03 gallons/hour. Air pressure in
the air tube, or ourner tube, was adjusted to produce 0.17 inches of water.

The Park Oil Burner is a suitable replacement for the Lennox Burner and can be

obtained from the following address:

Park Oil Burner Mfg. Co.
N. New York Ave. Absecon Blvd.

Atlantic City, New Jersey 08401

Phone: (bU9) 344-7709

B-I



APPENDIX C

iNTERLABORATORY PARTICIPANT DATA

BOEING OSU TESTS.

Boeing used the OSU Apparatus (E-9Ub) with compensator tab for this interlaboratory

study. Tests were conducted at 2.5, 5.0 and 7.5 W/cm 2 neat flux levels using three
specimens of each configuration (table I of the text) for a total of 99 tests.

Specimen sizes were b by 6 by I inch. Only vertical orientation tests were
performed. Boeing OSU test data are included in charts C-I through C-6.

DOUGLAS OSU TESTS.

Douglas also used the OSU Apparatus (E-906) but without compensator tab for this
interlaboratory study. Tests were conducted at 2.5 and 5.0 W/cm 2 heat flux levels

using three specimens of each of the following configurations: numbers 1, 2, 4, 5,

b, 6, and 9 for a total of 42 tests. Specimen sizes were 10 by 10 by I inch.

Only vertical orientation tests were performed. Douglas OSU test data are included
in charts C-7 through C-IO.

DOUGLAS CFS TESTS.

Douglas used their Cabin Fire Simulator (CFS) to test 13 configurations of seat
cushion materials under large-scale conditions. Full size seat cushion bottoms and
backs were positioned in a double seat metal frame and exposed to a large radiant
panel consisting of quartz lamps. Several parameters were measured for these
tests, including weight loss of the cushioning material. Douglas CFS weight loss
and percent weight loss are included in charts C-Il and C-12.

LOCKHEED MEEKER BURNER TESTS.

Lockheed used a Meeker Burner for this interlaboratory study. Tests were conducted
tor specimens of each configuration. The Meeker Burner is a more severe version
(larger flame) of the Vertical Bunsen Burner test method (F-501) which is specified
in FAR 25.853. Burn length and self-extinguish times are the key parameters

measured. Lockheed Meeker Burner test data is included in chart C-13.

NASA AMES MODIFIED NBS SMOKE CHAMBER.

NASA AMES used a Modified NdS Smoke Chamber for this interlaboratory study. Tests
were conducted at 2.5 and 5.0 W/cm2 for each material configuration. Weight loss

is continuously moniLored for the 3 by 3 inch specimens. Thermal efficiency and
specific mass injection rate are calculated and a Figure of Merit is determined for

each configuration. NASA test data are included in charts C-14 and C-15.
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